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Just down from the summit of Arthur's Seat (Vic) this 
handsome house commands a vast view of Port Phillip Bay, 
towards which all rooms are orientated. Construction is 
clearly expressed post and beam, vertical rough board and 
batten externally, establishing a character which could be 
called Mornington Peninsula vernacular if only (wishful 
thought) there were enough other houses in the same idiom. 
Brine and Wierbowski, archts; R. F. Murcott bldr. Cost 
approx. £7,700. 
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This Presbyterian-Methodist Church Hall, Bulleen (Melb) 
seats 500, and contains meeting rooms, stage, dressing 
rooms, kitchen, toilets. Cost £17,000. Construction: rock 
face conc. blocks, glass blocks, wire cut bricks. Kenneth 
McDonald & Associates, archts. 
Q Whelan the Wrecker will be there—at Kings Bridge 
(Melb), for which the firm has been awarded a contract to 
demolish the section which prepared itself for the event last 
July 10. 
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This is an interior of the M.V. Kangaroo, built for the 
State Shipping Service of the Govt of W.A., at a cost of 
£Iz mill. A passenger-cargo vessel, air-conditioned, for 100 
passengers on the Fremantle-Darwin run. For the first time 
in Australian Ship-building history architects have been 
engaged on the design of passenger accommodation. In the 
photo above, a jarrah veneered plywood deckhead holds 
recessed D.C. fluorescent panels, reflecting from a white 
surface above. Artist's mural work (W.A. flower motif) is 
pleasant and light, but to judge from this photo only, the 
various planes and finishes are a little overcrowded. Gener-
ally, interior sheeting is white laminated plastic, with occa-
sional maple, jarrah or mural panels, and the whole design 
is a relief from the heaviness often associated with ship 
interiors. Buchanan & Walker (B'bane) archts; Richard 
Warner, )B'bane) mural artist; Evans Deakin & Co. Pty. 
Ltd, bldrs. 

Q On the site of the recently-demolished Scott's Hotel, 
Collins St. an 18 storey headquarters for the Royal Insurance 
group of companies will be built, 220ft. high, McIb's third 
tallest building. Exterior: re-constructed granite and gray-
tinted double glazing. Cost: £2,700,000. Yuncken, Freeman, 
archts; E. A. Watts Pty Ltd, bldrs. 
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Patrons at this, the Cobb & Co. Drive-In Restaurant, Princes 
Highway, Tempe, N.S.W., collect their food (on foot) at 
the window and eat on stools at a terrazzo counter or in 
their cars. Finishes: r. conc. slab floor, coloured yellow on 
terraces; grey conc. block walls; ceilings, fascias and all 
woodwork. Pacific Maple clear finish. A distinguished piece 
of commercial architecture, eye-catching but not crude. 
Bruce Rickard, archt. 

Offices for Mr. C. B. Alderdice, Pacific Highway, Chatswood, 
N.S.W. Evident care in detailing and thoughtfulness in 
articulation, but an arbitrary rhythm of no recognisable order. 
Function-generated? Construction: r. conc. floors, load-bearing 
brick wall, steel tray roof. Windows on the north facade are 
screened by vertical sliding shutters. Projecting sun control 
devices were not possible as the northern boundary of the 
site adjoins a public park. McConnel, Smith and Johnson, 
archts; Woolacott, Hale, Bond & Corlett, engrs; Gervain 
Bros Pty Ltd, bldrs. 

Q New 16 storey bldg in Macquarie Street, Sydney, for the 
American National Club will be built as three wings, one on 
each of 3 adjacent properties, which will be linked by a 
multi-storey bridge above the Club's existing premises. The 
Club will then remove to the top 3 storeys, and the entire 
building completed. Cost: £1,600,000. Project is financed 
by Anjou Developments Ltd. 
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Two recent buildings by architect Harry Seidler. I. Bachelor 
flats at Potts Point—routine but agreeable functional trad. 
expression of r.c. structure with cream brick infill panels. 
To provide fire separation between floors, the conc. slabs 
are turned down above all full height glass areas. Sun-
blinds on east and west are vertical roll-down aluminium, 
baked enamelled deep blue. All curtains are of the same 

clear yellow material. Twenty-eight identical flats, four to 
each floor, are arranged in pairs to the front and rear of 
the central access core of lift and fire stair. Cost £72,000. 
P. O. Miller, Milston & Ferris, engrs; Peter Cussell, bldr. 
2. Ski Lodge at Thredbo, N.S.W. — not in a typical Seidler 
manner, but typically a competent and controlled design, 
with its shape determined by planning requirements. Stone-
walled bottom level — ski room, sauna, wash and drying 
rooms; centre level—two double bedrooms and two four-
bunk rooms; top level — lounge, dining and terraces. The 
required floor areas increase towards the top. To allow a 
view down on to the running water under the building, a 
section of the living area floor is of armoured plate glass. 

Q Two new building proposals with revolutionary ideas: 
(i) the £40,000 Carousel restaurant beside Albert Park Lake 
(Melb) will have a 20 diner revolving observation section 
above the main dining room. Speed: I/30 rev/min. 
Trevor J. Evans & Associates, in association with Frederick 
Morsley and Stanley McConnell, archts & engineers. (ii) the 
10 storey £750,000 Alderson Building, St. Leonards, N.S.W., 
will have a 50ft. diameter revolving observation lounge, 
423ft. above sea level. Speed 1/20 rev/min. Thorpe, Cutter, 
Pickmere, Douglas & Partners (G. W. Hughes, partner in 
charge), archts & engrs; J. H. Planner & Associates, meth 
and elec engrs; F. T. Eastment & Sons Pty Ltd, bldrs. 

Q When architects design their own houses or own offices, 
quality and character are to be expected. The following 
three buildings live up to these expectations, and each is a 
unique contribution to good architecture. 
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On a corner lot in Parkville (Melb), David Saunders' own 
house respects its neighbouring terrace houses by not pre-
tending to look like them, but captures nevertheless some of 
their essential urbanity and dignity. Slate roofs; brick 
cavity wall construction, outer skin—dark grey concrete 
block, inner skin and garden wall— 100 yr. old second-hand 
bricks. Timber trusses exposed on first floor (bedrooms), first 
floor conc. slab exposed as ceiling to ground floor (living 
rooms, kitchen). A powerful silhouette and firm, emphatic 
interiors, a fine example of architecture unadorned. David 
Saunders, archt; R. Daniels, bldr. 
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This house, in a cul-de-sac in Cheltenham (Melb) faces its 
suburban neighbours with art-concealing simplicity and con-
centrates its outlook towards the rear of the site and golf 
course beyond. Finishes are immaculately chosen and de-
tailed to complement a harmonious internal space. In the 
garden: an imaginative blend of native plants, exotics, and a 
remarkable herbaceous border that must exasperate the less 
green-fingered. Construction: con. block and timber post 
and beam, steel tray roof, conc. slab floor. John Thompson, 
archi & owner; Swanson Bros., bldr. 
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Design model of this building, architect's offices for 
McCauley, Conran & Associates, North Sydney, appeared in 
C-S No. 118, August 1962. As built, the contrast between 

husky brick load-bearing walls and deeply recessed full 
height glass walls is strong-impact stuff, carefully calculated 
and effective. Internal finishes are restrained and austere: 
sprayed vermiculite plaster on ceilings (except for drawing 
office—exposed panels of compressed wood showings and 
cement), white tiled floor (unglazed or vinyl), walls—
exposed brickwork (specially baked, almost white), with f" 
raked joints (except for single skin walls, which are cement 
rendered and painted flat white). 
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This industrious-looking group of industrial buildings is at 
Fairfield (NSW) the new plant and offices for Australian 
Liquid Air (NSW) Pty Ltd. Production flow and blast isola-
tion determined the separate locations of each of the 
buildings—oxygen plant, acetylene plant, filling and load-
ing deck, stores, amenities and administration block. Balwant 
Saini & Neville Quarry, archts; John Dohrmann & Partners, 
engrs (structural design & job supervision); D. E. Price & 
Associates, elec. cons; Cameron & Middleton, q. surveyors; 
C. H. Webb Bros Pty Ltd, bldrs. 

Q Notice & appreciate, during 1962, the improved format, 
A4 size, of the Australian Planning Institute Journal? The 
Editor, W. George Clarke & Associate Editors John H. Shaw 
& James L. King, wisely entrusted cover design to Gordon 
Andrews & typography to Harry Williamson. Content, which 
depends on member's submissions, has also reached a 
generally high standard. But when is a really Australian 
Town planner going to arise? So much of what t-p pundits 
discuss is merely a re-hash of theories devised in other times 
and in other places—in European or American countries 
where background, motives and ideals are not always appro-
priate to the Australian environment, rural, sub-, or urban. 
Is it too much to look for an Australian iconoclast with the 
zeal of a Jane Jacobs (Life & Death of American Cities)? 
The single corridor street of Australian country towns, the 
city terraces, and even, good grief, the suburbs, is there no 
stimulus there at all? Must the multi-storey housing unit 
(perish the nomenclature!) be the only solution to urban 
renewal, population pressure, etc. etc. How many architects 
or town planners (with families of more than two) do you 
know who live, by preference, more than two floors above 
ground? 

4 Results of the limited architectural competition for State 
Government Offices (Vic): First prize — £5,000 Yuncken 
Freeman. Second prize—£2,500 Mackay & Potter. Third 
Prize—£1,250. Leith & Bartlett. More about this next issue. 



DUNLOP FLOORING SERVICE 

DATA SHEET NO. 10 

DUNLOP RUBBER 
FLOORING 

Glossy wearing surface of compounded natural rubber, with 
a backing of black low-stretch rubber, continuously cured on 
the largest `Rotocure' in Australia. 
APPLICATION 
All places where beauty and colour, harmony, silence, dura-
bility and hygiene are the first requisites. 
GAUGE: i", îs" (Both standard) 4" (Special large orders) 
SIZE Sheet: 6 ft. wide and 3 ft. wide 

Tiles: 9" x 9", 114" x 114 " and 18" x 18" 

COLOURS 
24 modern variegated patterns and 5 modern plain colours. 
Colour chart and actual samples readily available on request. 
SUB-FLOORS 
Concrete Suspended only. Dry, smooth steel trowelled 
finish, Granolithic preferred. If irregular surface — treat as 
shown on Data Sheet No. 9. (Note: Rubber flooring is NOT 
recommended for unsuspended concrete floors — in such 
areas Dunlop Vinyl Asbestos Tiles (Data Sheet No. 1) 
should be used). 
Timber Fine-sanded tongue and groove. Well ventilated. If 
irregular — treat as per Data Sheet No. 8. 
INSTALLATION 
Competent rubber layers and approved Dunlop adhesives 
only should be used. Dunlop will gladly arrange laying by 
their experts or approved contractors. 

CALL DUNLOP FLOORING SERVICE FOR IMMEDIATE SPECIFIC ADVICE OR SAMPLES 

MELBOURNE: 96 Flinders Street. 63 0371; SYDNEY: 
27-33 Wentworth Avenue. 2 0969. BRISBANE: Centenary 
Place. 31 0271. ADELAIDE: 131-133 Pirie Street. 8 1647. 
PERTH: 473 Murray Street. 21 3085. HOBART: 27 Argyle 
Street. 2 6581. LAUNCESTON: 18 Paterson Street. 
2 2067. 
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